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Drive device for opening and closing automobile component e.,g. bus door, 
has electric motor and motor control unit with master and slave processors 



[x] BuyPDF-6pp 



DEI 9934 88001 : Antriebsvorrichtung und Verfahren zum 



Verstellen eines verstellbaren Fahrzeugteils 
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2001-072355/200109 
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(DE19934880C) Novelty - The drive device has an electric motor (10) and a sensor 
device (14) for providing a pulse signal corresponding to the rotation of the motor, 
fed to the motor control unit. The latter has a master processor (18) for execution of 
a main control program and a slave processor (16), for controlling the motor revs in 
dependence on the received pulse signal. 

Detailed Description - An INDEPENDENT CLAIM for a setting method for opening 
and closing an automobile component is also included. 

Use - The drive device is used for opening and closing an automobile component, 
e.g. a bus door. 

Advantage - The device provides accurate control of the drive motor, In combination 
with safe operation. 
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Description of Drawing(s) - The figure shows a schematic circuit diagram of a 
drive device for an automobile component. 

Electric motor 10, Sensor device 14, Slave processor 16, Master processor 18 
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Show a l l claims 1 . Antriebsvorrichtung fur ein zwischen mindestens zwei 
Stellungen verstellbares Fahrzeugteil, mit einem Motor (10) zum Antreiben des 
Fahrzeugteils und einer Sensoreinrichtung (14) zum Erzeugen eines Pulssignals 
entsprechend der Drehbewegung des Motors, das einer Steuereinheit zum Steuern 
des Motors zugefuhrt wird, wobei die Steuereinheit so ausgebildet ist, daB ein 
Master-Prozessor (18) fur die Ausfuhrung des Steuerungs-Hauptprogramms sowie 
ein separater Slave-Prozessor (16) vorgesehen sind, welcher dem Master- 
Prozessor fur die Drehzahlsteuerung des Motors basierend auf den empfangenen 
Pulssignalen zugeordnet ist. 
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